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INTRODUCTION: High-frequency percussive ventilation (HFPV) is an increasingly used mode of
mechanical ventilation, for which there is no proven real-time means of measuring delivered tidal
volume (VT). OBJECTIVE: To validate a pneumotachograph for HFPV and then exploit flow-
sensor data to describe the behavior of both low-frequency and high-frequency breaths. METH-
ODS: Sensor performance was gauged during changes in high-frequency (4–12 Hz) and low-
frequency rate and ratio, mean airway pressure, oxygen concentration, heated or heated-humidified
gas flow, and endotracheal tube diameter. Glass bottle (adiabatic VT) and test lung (adiabatically
derived low-frequency VT) based adiabatic conditions provided both an initial source for analog-
signal calibration and an accepted standard comparator to flow-sensor measurement of high-
frequency and low-frequency (flow-sensor-derived) VT), respectively. RESULTS: Pneumotachog-
raphy proved accurate and precise over an array of tested settings and conditions when analyzing
both high-frequency (difference between mean � SD high-frequency VT and adiabatic VT was
–0.2 � 1.8%, 95% confidence interval –0.5 to 0.9%) and low-frequency breaths (mean � SD
difference between flow-sensor-derived low-frequency VT and adiabatically derived low-frequency
VT was 0.6 � 2.4%, 95% confidence interval 0.1–1.1%). High-frequency VT and frequency exhib-
ited an exponential relationship. During HFPV, flow-sensor-derived low-frequency VT had a
mean � SD of 1,337 � 700 mL, 95% confidence interval 1,175–1,499 mL. CONCLUSIONS: Readily
available pneumotachography provided accurate measurements of low-frequency and high-fre-
quency VT during HFPV. In the setting of acute lung injury, typical HFPV settings may deliver
injurious VT. Key words: high-frequency percussive ventilation; HFPV; mechanical ventilation; tidal
volume; VT; pneumotachography. [Respir Care 2010;55(6):734–740]

Introduction

Clinical application of high-frequency percussive ven-
tilation (HFPV) in the setting of acute lung injury (ALI)
and smoke inhalation has led to consistent improve-
ments in gas exchange.1-11 HFPV employs a singular high-

frequency flow to create a pressure-limited, time-cycled,
“low-frequency” tidal volume (VT) breath similar to that
used in conventional mechanical ventilation (Fig. 1). How-
ever, neither the low-frequency nor the high-frequency
volumes administered by HFPV are measured by the ven-
tilator’s pressure transducers.

Importantly, contemporary mechanical ventilation strat-
egies specific to ALI dictate that VT be confined to within
4–8 mL/kg ideal body weight.12,13 It follows that our in-
ability to ascertain VT magnitude could result in clinicians
unknowingly inflicting a form of ventilator-induced lung
injury known as volutrauma. We therefore developed an
HFPV-specific flow sensor to quantify VT and reduce the
risk of ventilator-induced lung injury.14-21

For the purposes of this study, both pneumotachography
and heated-wire flow sensors have consistently demon-
strated the best accuracy and precision in measuring high-
frequency VT.18-21 To the best of our knowledge, only

Patrick F Allan MD is affiliated with the Pulmonary Medicine Service,
Landstuhl Regional Medical Center, Landstuhl, Germany.

The opinions and assertions in this paper are the private views of the
author and are not to be construed as reflecting the views of the United
States Department of the Air Force or the Department of Defense.

The author has disclosed no conflicts of interest.

Correspondence: Patrick F Allan MD, Pulmonary Medicine Service, Land-
stuhl Regional Medical Center, CMR 402, Box 307, APO AE 09180,
Landstuhl, Germany. E-mail: patrick.allan@amedd.army.mil.

734 RESPIRATORY CARE • JUNE 2010 VOL 55 NO 6



Report Documentation Page Form Approved
OMB No. 0704-0188

Public reporting burden for the collection of information is estimated to average 1 hour per response, including the time for reviewing instructions, searching existing data sources, gathering and
maintaining the data needed, and completing and reviewing the collection of information. Send comments regarding this burden estimate or any other aspect of this collection of information,
including suggestions for reducing this burden, to Washington Headquarters Services, Directorate for Information Operations and Reports, 1215 Jefferson Davis Highway, Suite 1204, Arlington
VA 22202-4302. Respondents should be aware that notwithstanding any other provision of law, no person shall be subject to a penalty for failing to comply with a collection of information if it
does not display a currently valid OMB control number. 

1. REPORT DATE 
JUN 2010 2. REPORT TYPE 

3. DATES COVERED 
  00-00-2010 to 00-00-2010  

4. TITLE AND SUBTITLE 
High-Frequency Percussive Ventilation: Pneumotachograph Validation
and Tidal Volume Analysis 

5a. CONTRACT NUMBER 

5b. GRANT NUMBER 

5c. PROGRAM ELEMENT NUMBER 

6. AUTHOR(S) 5d. PROJECT NUMBER 

5e. TASK NUMBER 

5f. WORK UNIT NUMBER 

7. PERFORMING ORGANIZATION NAME(S) AND ADDRESS(ES) 
Landstuhl Regional Medical Center,Pulmonary Medicine Service,CMR
402, Box 307,APO,AE,09180 

8. PERFORMING ORGANIZATION
REPORT NUMBER 

9. SPONSORING/MONITORING AGENCY NAME(S) AND ADDRESS(ES) 10. SPONSOR/MONITOR’S ACRONYM(S) 

11. SPONSOR/MONITOR’S REPORT 
NUMBER(S) 

12. DISTRIBUTION/AVAILABILITY STATEMENT 
Approved for public release; distribution unlimited 

13. SUPPLEMENTARY NOTES 

14. ABSTRACT 
 

15. SUBJECT TERMS 

16. SECURITY CLASSIFICATION OF: 17. LIMITATION OF 
ABSTRACT 
Same as

Report (SAR) 

18. NUMBER
OF PAGES 

7 

19a. NAME OF
RESPONSIBLE PERSON 

a. REPORT 
unclassified 

b. ABSTRACT 
unclassified 

c. THIS PAGE 
unclassified 

Standard Form 298 (Rev. 8-98) 
Prescribed by ANSI Std Z39-18 



pneumotachograph sensors have received FDA approval
for clinical use. Because of the projected appeal for such
a device in other HFPV-equipped facilities, this explora-
tion was limited to a readily accessible FDA-approved
candidate.

Pneumotachograph readings were first assessed for ac-
curacy and precision, using an in vitro validation con-
struct. Once validated, the respective flow-sensor data were
also exploited to describe high-frequency and low-

frequency VT behavior across a series of ventilator settings
and gas flow conditions. This study represents part of an
ongoing series of in vitro investigations probing the merits
and deficiencies of HFPV.22-24

Methods

Ventilator and Glass Flask Setup: High-Frequency
Tidal Volume Measurement

A high-frequency percussive ventilator (Volumetric Dif-
fusive Respirator [VDR-4], Percussionaire, Sandpoint,
Idaho) was connected in series with the flow sensor, an
8.0-mm cuffed endotracheal tube (ETT) (Hi-Lo, Mallinck-
rodt, Hazelwood, Missouri), and a 6-L glass flask. Total
system compliance (ETT and glass flask) was 9 mL/cm H2O
(Fig. 2).

The Fleisch-type, heating-optional pneumotachograph
(3700, Hans Rudolph, Shawnee, Kansas) had a linear volt-
age signal over a range of flows (� 140 L/min) when
assessed against a calibrating flow meter (VT Plus, Biotek,
Winooski, Vermont). For each portion of the experiment
the analog signal from the flow sensor was amplified,
low-pass filtered (160 Hz), and digitally sampled at 500 Hz
with a laptop computer and software (Labview 8.5, Na-
tional Instruments, Austin, Texas) engineered to generate
a raw flow/pressure signal (analog VT). Each reported VT

reflected the mean of the inspiratory and expiratory VT, or
positive and negative deflections of the high-frequency
analog signal, over a 2-second epoch. All data were con-
tinuously recorded and tabulated on a computer.

Fig. 1. Eight-second graph of high-frequency flow, high-frequency
pressure, and low-frequency tidal volume. The graphs demon-
strate an accumulation in high-frequency flow and pressure over
the duration of a set inspiratory time to achieve a low-frequency
tidal volume and flow. The end-expiration point is indicated by the
arrow.

Fig. 2. Simplified schematic of the ventilator, flow sensor, and
test-lung setup. Adiabatic tidal volume (VT) was calculated as flask/
lung � pressure. Flow-sensor VT was calculated via analog signal
integration. HFPV � high-frequency percussive ventilation device.
ETT � endotracheal tube.
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As an accepted standard comparator to analog VT, a
pressure-integrated high-frequency volume measurement
(or adiabatic VT) was derived from a transducer mounted
within the glass-bottle apparatus. An implicit assumption
of this protocol, and of preceding high-frequency flow-
sensor validation studies, was that in vitro gas flow con-
formed to adiabatic properties.20 Following Boyle’s law,
adiabatic VT was calculated by incorporating the high-
frequency pressure amplitude into the adiabatic gas for-
mula (see Equation 1). The (� 2 cm H2O) pressure trans-
ducer and amplifier (1110 series pneumotachometer
amplifier, Hans Rudolph, Shawnee, Kansas) had a flat-
frequency response of at least 25 Hz and a linear pressure
response to � 110 cm H2O. The pressure signal was sim-
ilarly low-pass filtered (160 Hz) and sampled at 500 Hz.

Adiabatic VT � V � �P/� � Po (1)

in which V is the volume of the glass flask, �P is the
high-frequency pressure amplitude, � is the heat-loss ratio
(1.39 for oxygen, and 1.40 for dry air), and Po is the
barometric pressure.

Development of a Corrective Flow-Integration
Algorithm

It has been consistently shown, regardless of flow-sensor
construct, that raw analog VT signals must be digitally inte-
grated or corrected to account for changes in frequency-
dependent effects.20,21 Integration was performed by ap-
plying a real-time correction factor to the analog VT

measurement at each frequency (1–12 Hz, in 1 Hz incre-
ments).Themore accurate andprecise calibratedVT (hence-
forth known as the corrected VT or high-frequency VT)
was a derivative of the product of analog VT and the ratio
of analog VT to adiabatic VT measured during baseline
experiments (described below).

High-Frequency Protocol

Low-frequency breath cycling was turned off, resulting
in a sustained high-frequency-only waveform. Calibrating
baseline or default ventilator settings were performed at:
4–12 Hz, mean airway pressure (Paw) setting of 20 cm H2O,
FIO2

of 0.21, and a fixed inspiratory/expiratory ratio (high-
frequency I:E) of 1:1, with an 8-mm ETT. As previously
noted, analog VT and adiabatic VT results from the latter
experiments were used to derive a corrected, frequency-
specific VT or high-frequency VT. We then ascertained the
magnitude of error in the corrected flow signal caused by
changes in gas content, airway caliber, and/or physiologic
conditions. The sensor was assessed, without further sig-
nal adjustment, across a range of frequencies (4–12 Hz),

Paw (10, 20, 30 cm H2O), and FIO2
(0.21, 0.50, and 1.0), as

well as during active heating (gas temperature of 32°C),
heating and humidification (gas temperature of 32°C, 70%
relative humidity), with 6, 7, and 8-mm inner-diameter
ETTs, and at a high-frequency I:E of 1:2. The high-frequency
protocol included a total of 63 mean high-frequency VT

measurements.

Flow Sensor Dead-Space Effect

In order to quantify flow-sensor-imposed dead space,
adiabatic VT was measured during the same high-frequency
protocol experiments, with and without the flow sensor
in line.

Ventilator and Mechanical Lung Setup: Low-
Frequency Tidal Volume Measurement

The previously described flow sensor and computer ar-
rangement was used to measure and analyze low-frequency
VT. Given the absence of a linear inspiratory flow, the
low-frequency algorithm consisted of summing the dif-
ference between individual inspiratory and expiratory
high-frequency VT over the time interval spanning end-
exhalation to end-inhalation, to produce the flow-sensor-
derived low-frequency VT.

The low-frequency VT comparator (test-lung VT) was
derived from a mechanical test lung (5600i, Michigan In-
struments, Grand Rapids, Michigan) calibrated per the man-
ufacturer’s instructions (see Fig. 2). A mechanical test
lung was used for 2 reasons. First, it permitted one to
examine whether glass-model-derived calibration could be
extrapolated to other compliance/resistance conditions. Me-
chanical lung compliance and resistance could also be ad-
justed to more closely model physiologic conditions. Sec-
ond, by studying HFPV under modeled physiologic
conditions, one could comprehend potential test-lung VT

behavior in the clinical setting. Test-lung compliance, val-
idated at the airway pressures utilized for the study, was
set to model ALI-like conditions (40 mL/cm H2O). Air-
way resistance was 5 cm H2O/L/s. The test lung included
an embedded pressure transducer to obtain adiabatically-
derived VT (manufacturer-recommended test-lung-specific
software was used for measurement of test-lung VT [Pneu-
view 5600i software, Michigan Instruments, Grand Rap-
ids, Michigan). Notably, no test-lung-VT-based calibration
adjustment of the low-frequency VT signal was required to
enhance low-frequency flow sensor accuracy.

For the low-frequency protocol, conditions identical to
the high-frequency protocol were explored with an addi-
tional array of low-frequency inspiratory time/respiratory
rate combinations (10 breaths/min with an inspiratory time
1, 2, or 3 s, or 20 breaths/min with an inspiratory time of
1 or 2 s) and applied PEEP of 5 or 10 cm H2O). Each
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experiment collected and averaged data over 10 consecu-
tive low-frequency breaths. The low-frequency protocol
included a total of 105 mean low-frequency VT measure-
ments.

Statistical Analysis

For both the high-frequency and low-frequency exper-
iments the comparison between high-frequency VT and
adiabatic VT, and flow-sensor-derived low-frequency VT

and adiabatically derived low-frequency VT, respectively,
was performed with Bland-Altman analysis, with 95% con-
fidence intervals (CIs).25 As error in VT may increase in
proportion to VT size, the percent error (% error) (see
Equation 2), as opposed to the absolute difference, was
used.

% error � 100% � �VTX � adiabatic VTy�/VT mean (2)

in which x is either the high-frequency VT for the high-
frequency protocol or the flow-sensor-derived low-
frequency VT for the low-frequency protocol, and y is
either the adiabatic VT for the high-frequency, or the adi-
abatically derived low-frequency VT for the low-frequency
protocol.

The study also included a simple descriptive analysis
(difference in the means at each frequency) of the effects
of ventilator settings (eg, frequency, Paw, high-frequency
I:E) and ETT diameter on adiabatically derived high-
frequency VT. Baseline or default settings served as a
comparison for each change in frequency, unless explicitly
stated otherwise.

Results

As anticipated, the raw analog VT signals required in-
tegration or correction to account for changes in frequency-
dependent effects. To illustrate, during initial high-
frequency experiments, changes in frequency led to a
systematic, linear, biasing effect on mean unadjusted an-
alog VT relative to mean adiabatic VT (mean � SD dif-
ference 3.1 � 3.2%, 95% CI 1.9–4.3%).

Application of a real-time corrected VT (high-frequency
VT) improved flow-sensor accuracy and precision, with a
mean difference of –0.2 � 1.8% (95% CI –0.5% to 0.9%)
(Fig. 3). Changes in mean Paw, high-frequency I:E, and
ETT size, or the application of heated and humidified gas
did not diminish high-frequency VT accuracy or precision
(Table 1). However, an FIO2

of 1.0 led to systematic error
(mean error 9.2 � 4.5%, 95% CI 6.3–12.1%) and required
an additional correction factor. For oxygen calibration pur-
poses, the previously mentioned baseline ventilator set-
tings were reexamined with an FIO2

of 1.0. We then used

the analog VT and adiabatic VT results from the latter
experiments to generate an FIO2

� 1.0 specific corrected
high-frequency VT. This adjustment further enhanced flow-
sensor accuracy (see Table 1).

Mean high-frequency VT across the range of explored
settings was 52.2 � 27.1 mL (95% CI 41.9–62.5 mL).
There was an exponential relationship between frequency
and both mean adiabatic VT and mean high-frequency VT

(see Equation 3 and Fig. 4).

Adiabatic VT � 119.9e�–0.19frequency� (3A)

High-frequency VT � 118.27e�–0.17frequency��r2 � 0.99�

(3B)

Measurement of adiabatic VT with and without the flow
sensor in place disclosed a reduction in mean VT of

Fig. 3. A: Bland-Altman plot of the difference or percent error
(% error, see Equation 2) between raw flow-sensor-derived high-
frequency tidal volume and adiabatically derived high-frequency
tidal volume, as a function of mean tidal volume. B: Plot of the
difference between corrected high-frequency tidal volume. CI �
confidence interval.
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–3.6 � 2.7 mL (95% CI –1.6 to –5.6 mL) or a mean
difference of –5.7 � 4.3% (95% CI –1.5% to –9.9%).
Mean adiabatic VT magnitude varied with changes in fre-
quency, high-frequency I:E, ETT dimension, and mean
Paw (Table 2).

Flow sensor performance during low-frequency venti-
lation was accurate irrespective of inspiratory time and

respiratory rate combination (mean difference 0.6 � 2.4%,
95% CI 0.1–1.1%) (Fig. 5) or change in high-frequency
I:E, heated and humidified gas flow, oxygen content, ap-
plied PEEP setting, or ETT diameter (Table 3). Extended
experiments (at a fixed high-frequency rate of 6 Hz and
mean Paw of 20 cm H2O) revealed the flow sensor re-
mained accurate during broader changes in airway resis-
tance (5–15 cm H2O/L/s) and compliance conditions (10–
40 mL/cm H2O) (data not shown). Using the studied range
of HFPV settings resulted in low-frequency VT extending
from 607 mL to 3,452 mL (mean VT 1,337 � 700 mL,
95% CI 1,175–1,499 mL) (see Fig. 5).

Discussion

This study represents the first effort to provide an ac-
curate and precise measurement of 2 separate HFPV gas

Fig. 5. Bland-Altman plot of the difference or percent error (% er-
ror, see Equation 2) between flow-sensor-derived low-frequency
tidal volume (VT) and adiabatically derived low-frequency VT as a
function of mean VT during application of the flow-integration algo-
rithm. Mean tidal volume � [(flow-sensor-derived low-frequency VT �
adiabatically derived low-frequency VT)/2]. CI � confidence interval.

Table 1. Mean Difference in High-Frequency VT* Relative to
Adiabatic VT†

Difference in
High-Frequency VT

(mean � SD %)
95% CI

Mean Airway Pressure (cm H2O)
10 –0.8 � 1.0 –1.4 to –0.2
20 –0.9 � 1.4 –1.7 to 0.1
30 1.2 � 2.2 –0.2 to 2.6

High-frequency I:E 1:1 –0.6 � 2.0 –1.9 to 0.7
FIO2

1.0 –0.6 � 1.4 –1.5 to 0.3
0.5 –1.1 � 2.4 –2.7 to 0.5

Heated gas 0.1 � 2.3 –1.4 to 1.6
Heated and humidified gas –0.1 � 1.7 –1.2 to 1.0
ETT Inner Diameter (mm)

6 0.3 � 1.1 –0.4 to 1.0
7 –0.3 � 1.7 –1.4 to 0.8

* High-frequency VT � flow-sensor-derived high-frequency tidal volume.
† Adiabatic VT � glass flask adiabatically derived high-frequency VT.
I:E � inspiratory/expiratory ratio
ETT � endotracheal tube

Fig. 4. Change in adiabatic tidal volume as a function of frequency
(see text for discussion). For clarity, the graph demonstrates only
adiabatic tidal volume at a single mean airway pressure setting of
20 cm H2O, and a 21% oxygen concentration, with a fixed high-
frequency inspiratory/expiratory ratio of 1:1.

Table 2. Changes in Adiabatic VT*

Difference in
Adiabatic VT

(mean � SD %)
95% CI

1 frequency by 1 Hz –10.4 � 7.4 –5.6 to –15.2
�ETT (from 8 to 7 mm) –22.8 � 1.3 –21.9 to –23.7
�ETT (from 8 to 6 mm) –37.5 � 1.5 –36.5 to –38.5
�high-frequency I:E (from 1:1 to 1:2) –26.6 � 4.9 –23.4 to –29.8
�Paw (from 10 to 20 cm H2O) 23.3 � 9.6 13.7 to 29.6
�Paw (from 20 to 30 cm H2O) –9.2 � 9.6 –2.9 to –15.5

* At frequency range 4–12 Hz and various ventilator settings and endotracheal tube (ETT)
diameters. The baseline, default settings (see Methods section) served as the comparison for
each frequency change, unless explicitly stated otherwise.
Adiabatic VT � glass flask adiabatically derived high-frequency VT

I:E � inspiratory/expiratory ratio

TIDAL VOLUME ANALYSIS DURING HIGH-FREQUENCY PERCUSSIVE VENTILATION
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flow patterns in real time. A simple corrective algorithm
for adjusting the analog flow signal proved exact across
the studied range of frequencies, mean Paw, high-frequency
I:E ratios, FIO2

, and heated and humidified gas flows (see
Tables 1 and 3 and Figs. 3 and 5). Moreover, flow-sensor
accuracy was comparable to that achieved by flow sensors
validated for use with other modes of high-frequency ven-
tilation.18-21 Taken at face value, the use of pneumotachog-
raphy for high-frequency flow analysis is a reliable and
time-tested approach, and thus there is no novelty to our
pneumotachograph validation. However, in the midst of
performing a flow-sensor validation protocol specific to
this dual-frequency mode of mechanical ventilation came
several new discoveries and concerns regarding HFPV-
administered high-frequency and low-frequency VT, re-
spectively.

As with other modes of high-frequency ventilation, an
increase in ETT diameter and I:E or a reduction in high-
frequency rate amplified high-frequency VT (see Ta-
ble 2).21,26,27 Surprisingly, there appeared to be a bell-
shaped response to mean Paw-specific VT responses. At
mean Paw settings exceeding 20 cm H2O (going from 20 to
30 cm H2O) a reduction in mean high-frequency VT was
noted (–9.2 � 9.6%, 95% CI –2.9 to –15.5%). The origin
of the latter finding is unclear but may be a consequence
of high-Paw-induced venting of gas flow through pressure-
release valves adjacent to the HFPV assembly.22,23

Another original aspect to this study was the discovery
that HFPV-administered high-frequency VT carried an ex-
ponential frequency-dependent relationship (see Equation 3
and Fig. 4). Scalfaro et al revealed that high-frequency
oscillatory ventilation also follows an exponential VT re-
duction as frequency is increased.20 HFPV may therefore
draw upon the same or similar principles invoked for high-
frequency oscillatory ventilation to augment patient oxy-
genation or ventilation. However, this comparison must

be examined in light of HFPV’s continued use of low-
frequency ventilation.

Our aforementioned concerns regarding previously volu-
metrically unmeasured HFPV appear well founded. Ap-
plying a representative range of HFPV settings during ALI-
modeled conditions led to a mean VT of 1,337 � 700 mL
(95% CI 1,175–1,499 mL). The latter results, extrapolated
to a 70-kg patient, would correspond to a mean VT of
19.1 mL/kg, which is far in excess of the 4–8 mL/kg
recommended for patients with ALI.12,13 This revelation
suggests that HFPV must be used with caution in patients
with ALI, or, at the least, should be guided by real-time
flow-sensor measurements to avoid the delivery of inor-
dinate VT. Continued exploration of VT-driven HFPV al-
gorithms may eventually advance HFPV into the concep-
tual framework of lung-protective ventilation.

The flow sensor system suffers from limitations. Im-
proving upon analog signal accuracy required high-
frequency-rate and oxygen-concentration-specific correc-
tions. However, frequency and oxygen dependent
modification were anticipated and remediable confound-
ing elements.14-17,20,21 Though the sensor attachment car-
ries an additional small dead space burden, this impedi-
ment can be overcome by compensatory measures such as
lowering the high-frequency rate or augmenting the low-
frequency minute ventilation.21 Application of bench-top
findings to clinically relevant bedside use can also be chal-
lenging. Nevertheless, as part of an ongoing follow-on
protocol, preliminary experience has shown that the flow
sensor is amenable to near-automated “plug-and-play”
adaptability, permitting clinicians the opportunity to make
real-time ventilator adjustments based on flow sensor mea-
surements. Indeed, clinical application of the flow sensor
has confirmed the existence of previously unrecognized
large VT delivery during HFPV (unpublished observation).
These findings have led to a marked change in how we
approach HFPV programming.

Conclusions

A readily available pneumotachograph accurately and
precisely gauged high-frequency and low-frequency VT

during HFPV. This early experience suggests that the de-
vice may be an agreeable substitute or supplement to cur-
rent HFPV transducers. Notably, flow-sensor measure-
ments have pinpointed that, in the setting of ALI, typical
HFPV settings may deliver injurious VT.
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Table 3. Mean Difference in High-Frequency VT* Relative to Test-
Lung VT†

Difference in
High-Frequency VT

(mean � SD %)
95% CI

High-frequency I:E 1:1 –0.3 � 0.6 –0.7 to 0.1
FIO2

1.0 0.4 � 0.7 –0.1 to 0.9
Heated and humidified gas –0.7 � 2.0 –2.0 to 0.6
6-mm ETT 0.6 � 2.1 –0.8 to 2.0
Applied PEEP (cm H2O)

5 –0.2 � 0.9 –0.8 to 0.4
10 –0.8 � 1.4 –1.7 to 0.1

* High-frequency VT � flow-sensor-derived high-frequency tidal volume.
† Test-lung VT � mechanical lung adiabatically derived low-frequency VT.
I:E � inspiratory/expiratory ratio
ETT � endotracheal tube
FIO2 � fraction of inspired oxygen
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